
PRODUCT CHARACTERISTICS:

•  Modular linear combi ceiling system. 
Standard modulation 50 mm,  
custom modulations on request

•  All mounted on one carrier

•  Wood panel dimensions 30 x 60 mm

•  HeartFelt® panel dimensions 30 x 60 mm

•  Metal panel dimensions 30 x 39/64 mm

•  Panel length : 1000 - 6000 mm

• System height : 94.4 mm

Project : Visualisation, the Netherlands
Product : Combi-Line

www.hunterdouglasarchitectural.eu
® Registered trademark - a HunterDouglas® product

Combi-Line 
modular design 
Ceiling System
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1 = Wood panel 30WL60
2 = Metal Linear 30BD/30BXD
3 = HeartFelt® 30HL60
4 = Combi-Line clip wood 30
5 = Combi-Line clip 30BD/30BXD
6 = Combi-Line clip HeartFelt® 30
7 = Universal Carrier
8 = Combi-Line stabilisation bracket
9 = Combi-Line stabilisation profile
10 = Quick hanger
11 = Nonius hanger

MATERIAL PROPERTIES

•  Material: Carrier: Steel, Ceiling Panels: Wood, Metal & Non-
woven, thermo formable PES-fibers

• Fire retardent: see individual material data
• Weight: depends on material and module
• Light reflection: depending on colour
• Exposure class: A and B EN 13964
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Panel Maximum  
Carrier span

Maximum  
Panel span

Max. stabilisation 
profile span

A B C D D

Combi-Line 1500 300 1200 150 2400
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Cradle to Cradle Certified™ is a 
certification mark licensed by 
the Cradle to Cradle Products 
Innovation Institute.

CERTIFICATIONS

• Indoor Air Comfort Gold
• French VOC-regulation class A+
• Cradle to Cradle™ Level Bronze (Metal + HeartFelt®)
• Oeko-tex Standard 100 klasse IV (HeartFelt®)
• SundaHus Miljödata klasse A (HeartFelt®)
• GreenGuard Gold

TM

Production by Hunter Douglas Ceiling Center
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COMBI-LINE SYSTEM
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FREQUENCY (HZ) 125 250 500 1000 2000 4000

HeartFelt® 40HL55 0.16 0.52 0.79 0.64 0.87 0.93

30BXD 0.08 0.36 0.57 0.50 0.67 0.85

HeartFelt® (100%, Based on M50)

aW = 0.70
30BXD (100%, Based on M50)

aW = 0.55

The mark is  
responsible 
forestry

Promoting sustainable 
forest management 
www.pefc.org

Hunter Douglas Architectural
Piekstraat 2
P.O. Box 5072 - 3008 AB  Rotterdam - The Netherlands
Tel. +31 (0)10 - 486 99 11
info@hunterdouglasarchitectural.eu
www.hunterdouglasarchitectural.eu


